Installation Instructions: Supplies you will need: Drill,3/8” and 1-1/4 Drill Bits, Wire
Tacks - 12-2 Wire - Table or Circular Saw Phillips Head Screw Driver -Wire Cutters/Strippers
Start by deciding and marking where each fixture will be installed and the sequence in which the secondary
low voltage line will run. Fixtures should run in sequence with the total wattage of each run not exceeding
the transformer’s circuit. Total wattage is determined by multiplying # of lights x the wattage of their bulbs.
IE (9 lights w/ 11 watt bulbs, 9 x 11 =99). Do not exceed the transformer’s allowable circuit wattage.
Using the installation instructions provided with the transformer, mount the unit next to a GFI
~|outlet and install the main secondary wire.The secondary wire must be UV resistant and UL
M listed 12-2 or thicker low voltage wire. Do not exceed 100’ per run or 250 watts per run/circuit

secondary wire is long enough to reach the first fixture. Never bury wire more than 6” below

grade or install transformer or fixture within 10 feet of any source of water(spa, pool, etc).

: 7w )5S . | Drill a 3/8” hole through the deck surface, feed main line through (B)
to the under side of deck. Run wire under the deck to the first fixture.

Secure the main wire to the deck using insulated cable tacks. Next,

drill a second 3/8” hole through the deck and bring your secondary (C)

wire up between the railing post and house up to the top rail. 7ip: If
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